MASTER-MultiFlex (MMF 140)
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The active joint tape for durable waterproofing of construction ‘
joints in concrete. MMF 140 is a PVC joint tape with an additional (|
swelling profile on one side.

Passive waterproofing

@ Active waterproofing

MASTER-MultiFlex (MMF 140) combines passive and
active waterproofing in one single product.
This combination guarantees a high level of reliability.

Passive waterproofing
The joint tape provides the mechanical waterproofing of the joint. The corrugated
structure of the joint tape extends the water circulation path and thus makes for

increased reliability.

Active waterproofing
The integrated swelling tape expands downwards into the construction joint. At
the same time, the flanks of the joint tape are pressed outwards by the expansion,

making the flow of water impossible.



MMF 140 product description

Material:

Swelling profile:
Height:
Thickness:
Profile:

Safety:

Elongation at break:

Tensile strength:
Workability:
Joinability:

Tapprox. 6 mm

MASTER-MultiFlex MMF 140

Corrugated surface structure
for more reliability

strips at a height

PVC - free from cadmium, chrome and lead

MMF 140 does not contain any substances of very high concern
(SVHCs) according to Annex XIV of the REACH Regulation.
MMF 140 thus complies with European standards.

Active TPE

140 mm

approx. 6 mm

Corrugated

With marking strips

High

High

-10°C to +60°C

Welding, bonding or MASTER-Connect active





















